
REMOVEABLE
METAL CAP

BRONZE
VALVE

SAFETY
DEVICE

PRESSED 
STEEL
NECK 
RING

One of the quiet dangers on any job site is 
the compressed gas cylinder.  At first 
glance, they seem harmless enough, but 
looks can be deceiving.  They stand 57 
inches tall and are 9 inches in diameter.  
They weigh 155 pounds when completely 
filled.    They come in various colors but 
remember that is not the answer to what 
gas is inside.  Always check the labels that 
they wear.  They have a wall thickness of 
only 1/4 inch.  They don’t seem very 
dangerous.

They are pressurized at 2,200 pounds per 
square inch.  They are powerful enough to 
transform stacks of material into tall 
buildings when properly used.  They also 
have the power to turn a tall building into 
miscellaneous stacks of material when 
allowed to unleash its full potential.  They 
can be ruthless and deadly in the hands of 
careless or uniformed.

They are too frequently left standing alone 
on a very small base without any support.  
Many times they are left without a cap by 
careless workers.  If they topple over and 
damage or snap off their valve, all of their 
power is unleashed through an opening no 
larger than a lead pencil.  

When damaged they have been known to 
jet away uncontrolled  faster than a any 
dragster.  They have been known to smash 
through brick walls and even fly through 
the air.  They can spin, ricochet, crash and 
slash through anything in their path.

You are in control only under these terms.

1.  Full or empty, see to it that the cap is on, 
straight and snug.

2. Never leave them standing alone.  
Always secure them so they cannot fall.

TREAT THEM WITH RESPECT...and they 
will be a useful tool.  ABUSE THEM...and 
there can be deadly consequences.
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