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Because job locations change frequently so does the location of on-site trailers.
On many occasions wooden stairs are built to provide access to the trailer.

As specified in 29CFR1926.1052(a)(1), stairways that will not be a permanent part
of the structure shall have landings of not less than 30 inches in the direction of
travel and extend at least 22 inches in width. Stairs shall be installed between 30
degrees and 50 degrees from horizontal.

Where doors or gates open directly on a stairway, a platform shall be provided
and the swing of the door shall not reduce the effective width of the platform to
less than 20 inches.

The top-rails of stairway systems shall be capable of withstanding, without
failure, a force of at least 200 pounds. Top edge height of top-rails shall be 42
inches, plus or minus 3 inches. Mid-rails shall be installed between the top rail
and the walking surface.

Remember, a proper stair system is not only important, it is necessary for good
safety around job site trailers.
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Because job locations change frequently so does the location of on-site trailers.
On many occasions wooden stairs are built to provide access to the trailer.

As specified in 29CFR1926.1052(a)(1), stairways that will not be a permanent part
of the structure shall have landings of not less than 30 inches in the direction of
travel and extend at least 22 inches in width. Stairs shall be installed between 30
degrees and 50 degrees from horizontal.

Where doors or gates open directly on a stairway, a platform shall be provided
and the swing of the door shall not reduce the effective width of the platform to
less than 20 inches.

The top-rails of stairway systems shall be capable of withstanding, without
failure, a force of at least 200 pounds. Top edge height of top-rails shall be 42
inches, plus or minus 3 inches. Mid-rails shall be installed between the top rail
and the walking surface.

Remember, a proper stair system is not only important, it is necessary for good
safety around job site trailers.
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