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When working with any kind of machine or tool, that during it’s use expels any kind of
particle that has the potential to injure the operator or anyone in close proximity,
protective lenses or goggles must be worn. When an operation involves an activity
that expels a great amount of particulate material that could injure the face, as well as
the eyes of the operator, a face shield is required to be worn. This face shield does not
preclude or negate the use of safety glasses below the face shield. Safety glasses
must also be worn.

Figure A shows improper lack of use of proper P.P.E. to protect eyes and face from
damage. Figure B shows the worker making use of safety glasses in an operation
where the cutting of the metal produces minimum amounts of propelled particles. In
addition, the constant use of safety glasses in a construction area is a excellent habit
to develop since many eye injuries are the result of other workers working with
equipment that injures non-associated workers that just happen to be working in the
area or just passing by. Also ensure that blades are kept in sharp condition. By doing
soyoureduce the possibility of particles flying and assure a cleaner cut.
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When working with any kind of machine or tool, that during it’s use expels any kind of
particle that has the potential to injure the operator or anyone in close proximity,
protective lenses or goggles must be worn. When an operation involves an activity
that expels a great amount of particulate material that could injure the face, as well as
the eyes of the operator, a face shield is required to be worn. This face shield does not
preclude or negate the use of safety glasses below the face shield. Safety glasses
must also be worn.

Figure A shows improper lack of use of proper P.P.E. to protect eyes and face from
damage. Figure B shows the worker making use of safety glasses in an operation
where the cutting of the metal produces minimum amounts of propelled particles. In
addition, the constant use of safety glasses in a construction area is a excellent habit
to develop since many eye injuries are the result of other workers working with
equipment that injures non-associated workers that just happen to be working in the
area or just passing by. Also ensure that blades are kept in sharp condition. By doing
soyoureduce the possibility of particles flying and assure a cleaner cut.
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