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Laser usage is increasing on construction sites.
Levels for use on suspended ceilings are very
common on almost all job sites. Safety precautions
need to be taken by not only the individuals using the
laser but also by construction personnel working in
the immediate vicinity of the laser.

Laser radiation of sufficient intensity and exposure
time can cause irreversible damage to the skin and
eyes of a person. The laser thresholds that are
recommended by manufacturers are 10 milliseconds
up to 10 seconds of exposure.

Lasers such as
this one are used
on a variety of
jobsites for both...

Some safety precautions to take are:

1. Make sure signs stating “WARNING, LASERS IN
USE” are posted on ALL access points to the work
areawhere lasers are in use.

2. Avoidlooking directly at the laser point.

3. Use proper eye protection as
suggested/recommended by the laser
manufacturer or as per OSHA, whichever offers the
higher protection.

4. Uselaseronly as suggested by the manufacturer
recommendations.

5. Restrict the work area where a laser is being used
to authorized personnel only.

. . -
interior use and...

Table E-3 - Selecting Laser Safety Glass exterior use.

Intensity Attenuation

CW Maximum power | Optical density Attenuation
density (watts/cm2) | (O.D.) factor

10-2 5 105

10-1 6 106

1.0 7 107

10.0 8 108
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Lasers such as
this one are used
on a variety of
jobsites for both...

interior use and...

exterior use.
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